











Baglama Sablonlari

Clamping Templates

E1 ER-EL

Enjeksiyon Kaliplari icin Uygulama Ornegi
Power Clamp For Injection Moulding

Hesaplama Formiilii/ Formula Calculator

kg
MxFG _ N 2500x9.81 _ 54 55 kN
1000 1000
KN _Sonug/Result ~ —2492 475 14 kN
0.14
Sonug _ Baglama Sayisi 7514 KN _ 7 Baglama / Clamp
Fv Number of Clamp 25 kN 8 adet kullanin

8 pcs Use

Pres Kaliplari icin Uygulama Ornegi
Power Clamp For Press Moulding

Hesaplama Formiilii / Formula Calculator

kg
MXFG _ N 5000 X 9.81 _ 40 050 kN
1000 1000
KN _ Sonug / Result 4905 350.35 kN
(Ust Kalip %60) 0.14 (%60 Ust Kalip= 210.21)
(Alt Kalip % 40) (% 40 Alt Kalip= 140.14)
Sonug 210.21 kN
UstKalp). _ Baglama Sayisi — (Ustkale) _ _ g Baglama Sayisi
Fv Number of Clamp 25 kN 8 Number of Clamp
Sonug 140.14 kN
_(Atkaip) _ Baglama Sayisi — Usikale) 5 6 Baglama / Clamp
Fv Number of Clamp 25kN 6 adet kullanin
6 pcs Use
K.K.S.P. Kuvvet Diyagrami / Force Diagram
1600 Nr. 1120 2000 Nr. 1130 2500 Nr. 1150
1800 3?38
1300 1600 1500
Kgf Kgf 1400 Kaf 1500
1000 1200 ﬁgg
1000 900
700
750 800
20 30 40 50 40 50 60 70 80 90 100 70 % 110 130 150
Nm Nm Nm
Nr. 1160 Nr. 1165
5500 11000
5000 10000
4500 :ggg
Kaf 4000 Kot 7000
5000 5000
100 120 140 160 180 200 4000
100 150 200 250 300
Nm Nm




E1 ER-EL

Kizakli Kombine Baglama Pabucu

Combined Sliding Clamp

Referans i m S s1 | el d sw L e b c (ﬁéﬁ‘pailnzuggfct; Nm ﬁ
Nr. % max F Kgf ©
1120-014T | 14 | M12 50 [12-66| 25 | 100 | M14 8 104 | 355 | 38 13 1600 50 | 1740
1120-016 T | 16 | M12 50 [12-66| 25 | 100 | M14 8 104 | 355 | 38 13 1600 50 | 1755
1120-018 T | 18 | M12 50 [12-66| 25 | 100 | M14 8 104 | 355 | 38 13 1600 50 | 1785
1120-014LT | 14 | M12 50 [12-81| 25 | 100 | M14 8 130 | 355 | 38 13 1600 50 | 1980
1120-016 LT | 16 | M12 50 [12-81| 25 | 100 | M14 8 130 | 355 | 38 13 1600 50 | 1995
1120-018LT | 18 | M12 50 [12-81| 25 | 100 | M14 8 130 | 355 | 38 13 1600 50 | 2000

Uriin Nr. 1120-(T) Kizakli Kombine Baglama Pabucu
« (a) 14-18 T-Kanalda M12 imbus civata DIN 508 T-Pabugla kullanilir.

« Parga ylkseklik stkma araligi 0-50 mm.

« lleri-geri hareket mesafesi 54mm'dir. Stkma Kuvveti 1600 kgf.

Uriin Nr. 1120-(LT) Kizakli Kombine Baglama Pabucu

« (a) 14-18 T-Kanalda M12 imbus civata DIN 508 T-Pabugla kullanilir.

« Parga ylkseklik sikma araligi 0-50 mm.

« ileri-geri hareket mesafesi 69mm’dir. Sikma Kuvveti 1600 kgf.

min-max

Product Nr. 1120-(T) Combined Slinding Clamp

* (a) 14-18 is used in T-Slot and M12 imbus bolt is used with DIN 508 T-Nut.
* Height clamping gap of the piece is 0-50mm

+ Back and forth movement distance is 54mm. Clamping force is 1600 kgf.

Product Nr. 1120-(LT) Combined Slinding Clamp

+ (a) 14-18 is used in T-Slot and M12 imbus bolt is used with DIN 508 T-Nut.
+ Height clamping gap of the piece is 0-50mm

 Back and forth movement distance is 69mm. Clamping force is 1600 kgf.

(¢

min-max

UYGULAMA;

1- Alt kizag is pargasina uygun sekle getir sabitle
2- Ust gévdeyi kizaga siir, istenilen pozizyona getir

3- Pabug imbus civatasiyla is pargasini sabitle
4- Parca islenmek igin hazir

APPLICATION;

1- Slide cradle is brought to suitable form with the
work piece and then it is fixed

2- Upper body is driven to the slide and it is brought
to desired position

3- Work piece is fixed with the imbus bolt of the clamp
4- Then the work piece becomes ready to be machined.

1120-... T

1120-... LT

Kullanim Alani
Enjeksiyon makinalari presler, freze tezgahlari,
matkap tezgahlari ve gesitli sanayi makinalari

Area of Use

Injection Machines, Presses, Milling Machines,
Drilling Machines and various Industrial Machines

4




E1 ER-EL

Kizakli Kombine Baglama Pabucu
Combined Sliding Clamp

Referans r m . s st | el d sw L e b c g;k,;n;ngu;;?ct; Nm ﬁ
Nr. w min | max F Kof (9)

1130-014 T 14 | M12 0 60 |15-83 |30 | 113 M18 10 130 39 48 17,5 2000 100 | 3040
1130-016 T 16 | M12 0 60 |15-83 |30 | 113 M18 10 130 39 48 17,5 2000 100 | 3055
1130-018 T 18 | M16 0 60 |15-83 |30 | 113 M18 10 130 39 48 17,5 2000 100 | 3085
1130-020T | 20 | M16 0 60 |15-83 |30 | 113 | M18 10 130 39 48 17,5 2000 100 | 3135
1130-022T | 22 | M16 0 60 |15-83 |30 | 113 | M18 10 130 39 48 17,5 2000 100 | 3150
1130-014LT| 14 | M12 0 60 [15-107| 30 | 113 M18 10 170 39 48 17,5 2000 100 | 3820
1130-016 LT | 16 | M12 0 60 [15-107| 30 | 113 M18 10 170 39 48 17,5 2000 100 | 3835
1130-018LT| 18 | M16 0 60 |15-107| 30 | 113 M18 10 170 39 48 17,5 2000 100 | 3865
1130-020LT | 20 | M16 0 60 |15-107| 30 | 113 M18 10 170 39 48 17,5 2000 100 | 3915
1130-022 LT | 22 | M16 0 60 [15-107| 30 | 113 M18 10 170 39 48 17,5 2000 100 | 3930

Uriin Nr. 1130~(T) Kizakh Kombine Baglama Pabucu
« (a) 14-22 T-Kanalda M12 imbus civata DIN 508 T-Pabugla kullanilir.

« Parga yikseklik sikma araligi 0-60 mm.

+ lleri-geri hareket mesafesi 68mmvdir. Stkma Kuvveti 2000 kgf.

Uriin Nr. 1130-(LT) Kizakli Kombine Baglama Pabucu

« (a) 14-22 T-Kanalda M12 imbus civata DIN 508 T-Pabugla kullanilir.

« Parga yikseklik sikma araligi 0-60 mm.

« ileri-geri hareket mesafesi 92mmvdir. Sikma Kuvveti 2000 kgf.

min-max

Product Nr. 1130-(T) Combined Slinding Clamp
« (a) 14-22 is used in T-Slot and M12 imbus bolt is used with DIN 508 T-Nut.

* Height clamping gap of the piece is 0-60mm.
+ Back and forth movement distance is 68mm. Clamping force is 2000 kgf.

Product Nr. 1130-(LT) Combined Slinding Clamp
« (a) 14-22 is used in T-Slot and M12 imbus bolt is used with DIN 508 T-Nut.
* Height clamping gap of the piece is 0-60mm.

+» Back and forth movement distance is 92mm. Clamping force is 2000 kgf.

S

C

min-max

UYGULAMA;

1- Alt kizag! is pargasina uygun sekle getir sabitle
2- Ust gévdeyi kizaga siir, istenilen pozizyona getir

3- Pabug imbus civatasiyla is parcasini sabitle
4- Parga islenmek igin hazir

APPLICATION;

1- Slide cradle is brought to suitable form with the
work piece and then it is fixed

2- Upper body is driven to the slide and it is brought
to desired position

3- Work piece is fixed with the imbus bolt of the clamp
4- Then the work piece becomes ready to be machined.

1130-... LT

Kullanim Alani

Enjeksiyon makinalari presler, freze tezgahlari,
matkap tezgahlari ve cesitli sanayi makinalari
Area of Use

Injection Machines, Presses, Milling Machines,
Drilling Machines and various Industrial Machines
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E1 ER-EL

Kizakli Kombine Baglama Pabucu
Combined Sliding Clamp

a

Referans |~ m . h s o1 | e d sw L R b c g;lj;n;nlgu'\:/;?ctle N
Nr. w min | max ~ Kgf ©
1150-118 T 18 M16 0 65 |18-96 | 35 | 125 M20 12 140 43 55 19,5 2500 150 | 4410
1150-120 T 20 M16 0 65 |18-96 | 35 | 125 M20 12 140 43 55 19,5 2500 150 | 4460
1150-122T | 22 M20 0 65 |18-96 | 35 | 125 M20 12 140 43 55 19,5 2500 150 | 4515
1150-124T | 24 M20 0 65 [18-96 | 35 | 125 M20 12 140 43 55 19,5 2500 150 | 4615
1150-128 T | 28 M20 0 65 |18-96 | 35 | 125 M20 12 140 43 5] 19,5 2500 150 | 4715
1150-118 LT | 18 M16 0 65 [18-128| 35 | 125 M20 12 200 43 55 19,5 2500 150 | 5770
1150-120 LT | 20 M16 0 65 |(18-128| 35 | 125 M20 12 200 43 55 19,5 2500 150 | 5830
1150-122 LT | 22 M20 0 65 (18-128| 35 | 125 M20 12 200 43 55 19,5 2500 150 | 5885
1150-124 LT | 24 M20 0 65 [18-128| 35 | 125 M20 12 200 43 55 19,5 2500 150 | 5985
1150-128 LT | 28 M20 0 65 [18-128| 35 | 125 M20 12 200 43 55 19,5 2500 150 | 6000

Uriin Nr. 1150-(T) Kizakh Kombine Baglama Pabucu
« (a) 18-28 T-Kanalda M16 imbus civata DIN 508 T-Pabugla kullanilir.
+ Parca ylkseklik sikma araligi 0-65mm.
« lleri-geri hareket mesafesi 78mmrdir. Stkma Kuvveti 2500 kgf.

Uriin Nr. 1150-(LT) Kizakll Kombine Baglama Pabucu

« (a) 18-28 T-Kanalda M16 imbus civata DIN 508 T-Pabugla kullanilir.
* Parca ylkseklik sikma araligi 0-65mm.
« ileri-geri hareket mesafesi 110mm’dir. Sikma Kuvveti 2500 kgf.

min-max

Product Nr. 1150-(T) Combined Slinding Clamp
« (a) 18-28 is used in T-Slot and M16 imbus bolt is used with DIN 508 T-Nut.
+ Height clamping gap of the piece is 0-65mm.

+ Back and forth movement distance is 78mm. Clamping force is 2500 kgf.

Product Nr. 1150-(LT) Combined Slinding Clamp

« (a) 18-28 is used in T-Slot and M16 imbus bolt is used with DIN 508 T-Nut.
* Height clamping gap of the piece is 0-65mm

+ Back and forth movement. distance is 110mm. Clamping force is 2500 kgf.

S

(¢

min-max

UYGULAMA;

1- Alt kizag! is pargasina uygun sekle getir sabitle
2- Ust gévdeyi kizaga siir, istenilen pozizyona getir

3- Pabug imbus civatasiyla is parcasini sabitle
4- Parga islenmek igin hazir

APPLICATION;

1- Slide cradle is brought to suitable form with the
work piece and then it is fixed

2- Upper body is driven to the slide and it is brought
to desired position

3- Work piece is fixed with the imbus bolt of the clamp
4- Then the work piece becomes ready to be machined.

1150-... LT

Kullanim Alani
Enjeksiyon makinalari presler, freze tezgahlari,
matkap tezgahlari ve cesitli sanayi makinalari

Area of Use

Injection Machines, Presses, Milling Machines,
Drilling Machines and various Industrial Machines
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E1 ER-EL

Kizakli Kombine Baglama Pabucu

Combined Sliding Clamp

a ikma Kuvveti
1160-222 T 22 M20 20 80 | 17-92 |41.5| 175 M24 12 | 24 178 55 74 24 5500 200 | 9030
1160-224 T | 24 M20 | 20 80 | 17-92 415|175 | M24 | 12| 24 | 178 55 74 24 5500 200 | 9120
1160-228 T 28 M24 | 20 80 | 17-92|41.5| 175 M24 12 | 24 178 55 74 24 5500 200 | 9180
1160-236 T 36 M24 | 20 80 | 17-92 |41.5| 175 M24 12 | 24 178 55 74 24 5500 200 | 9600
1160-222 LT | 22 M20 20 80 |25-148/41.5| 175 M24 12 | 24 256 55 74 24 5500 280 | 12110
1160-224 LT | 24 M20 20 80 |25-148/41.5| 175 M24 12 | 24 256 55 74 24 5500 280 | 12210
1160-228 LT | 28 M24 | 20 80 |25-148/41.5| 175 M24 12 | 24 256 55 74 24 5500 280 | 12270
1160-236 LT | 36 M24 | 20 80 |25-148|/41.5| 175 M24 12 | 24 256 55 74 24 5500 280 | 12310
1165-222 T 22 M20 30 80 | 34-92 |41.5| 194 M24 12 | 24 205 55 85 24 10000 270 | 11820
1165-224 T 24 M20 30 80 | 34-92 |41.5| 194 M24 12 | 24 205 55 85 24 10000 270 | 11900
1165-228 T 28 M24 | 30 80 | 34-92 |41.5| 194 M24 12 | 24 205 55 85 24 10000 270 | 11960
1165-236 T | 36 M24 | 30 80 | 34-92|41.5| 194 | M24 | 12 | 24 | 205 55 85 24 10000 270 | 12000

Uriin Nr. 1160-(T) Kizakh Kombine Baglama Pabucu

« (a) 22-36 T-Kanalda M20-M24 imbus civata DIN 508 T-Pabucla kullanilir.

- Parca ylkseklik sikma araligi 20-80mm.
« lleri-geri hareket mesafesi 75mmvdir. Sikma Kuvveti 5500 kgf.

Uriin Nr. 1160-(LT) Kizakll Kombine Baglama Pabucu

- (a) 22-36 T-Kanalda M20-M24 imbus civata DIN 508 T-Pabugla kullanilir.

« Parga yikseklik sikma araligi 20-80mm.
- ileri-geri hareket mesafesi 123mm’dir. Stkma Kuvveti 5500 kgf.

Uriin Nr. 1165-(T) Kizakh Kombine Baglama Pabucu

« (a) 22-36 T-Kanalda M20-M24 imbus civata DIN 508 T-Pabugla kullanilir.

« Parga yikseklik sikma araligi 30-80mm.
« Ileri-geri hareket mesafesi 58mmvdir. Sikma Kuvveti 10000 kgf.

h
min-max

Product Nr. 1160-(T) Combined Slinding Clamp

« (a) 22-36 is used in T-Slot and M20-M24 imbus bolt is used with DIN 508 T-Nut.

« Height clamping gap of the piece is 20-80mm.

 Back and forth movement distance is 75mm. Clamping force is 5500 kgf.

Product Nr. 1160-(LT) Combined Slinding Clamp

« (a) 22-36 is used in T-Slot and M20-M24 imbus bolt is used with DIN 508 T-Nut.

« Height clamping gap of the piece is 20-80mm.
+ Back and forth movement distance is 123mm. Clamping force is 5500 kgf.

Product Nr. 1165-(T) Combined Slinding Clamp
« (a) 22-36 is used in T-Slot and M20-M24 imbus bolt is used with DIN 508 T-Nut.
- Height clamping gap of the piece is 30-80mm.
» Back and forth movement distance is 58mm. Clamping force is 10000 kgf.

-t

Cc

S

min-max

UYGULAMA;

1- Alt kizag! is pargasina uygun sekle getir sabitle
2- Ust gévdeyi kizaga siir, istenilen pozizyona getir

3- Pabug imbus civatasiyla is pargasini sabitle
4- Parga islenmek igin hazir

APPLICATION;

1- Slide cradle is brought to suitable form with the
work piece and then it is fixed
2- Upper body is driven to the slide and it is brought

to desired position

3- Work piece is fixed with the imbus bolt of the clamp

4- Then the work piece becomes ready to be machined.

Kullanim Alani
Enjeksiyon makinalari presler, freze tezgahlari,
matkap tezgahlari ve cesitli sanayi makinalari

Area of Use

Injection Machines, Presses, Milling Machines,
Drilling Machines and various Industrial Machines

4




E1 ER-EL

Kizakli Kombine Baglama Pabucu
Combined Sliding Clamp

m .
Referans | ~0 | s | st et | d | ™| L e | b | o | Kk | cameer Nm gﬂ@
% min | max ~ Kgf ©
1120-010M | M10 | 0 | 50 | 12:66 | 25 | 100 | M14 | 8 | 104 | 355 | 38 | 13 | 20 1600 50 1740
1120-012M | M12 | 0 | 0 |12:66| 25 | 100 | M14 | 8 | 104 | 355 | 38 | 13 | 20 1600 50 1755
1120-010LM | M10 | 0 | 50 | 12:81 | 25 | 100 | M14 | 8 | 130 | 355 | 38 | 13 | 20 1600 50 1980
1120-012LM | M12 | 0 | 50 | 12:81 | 25 | 100 | M14 | 8 | 130 | 355 | 38 | 13 | 20 1600 50 1995

Uréin Nr. 1120-(M) Kizakli Kombine Baglama Pabucu

* M10-M12 dis deliklerde (1120-310)-(1120-312) Referans Nr.
imbus civatayla kullanilir.

« Parga yikseklik sikma araligi 0-50 mm.

« ileri-geri hareket mesafesi 54mmvdir. Sikma Kuvveti 1600 kgf.

Uriin Nr.1120-(LM) Kizakli Kombine Baglama Pabucu

* M10-M12 dis deliklerde (1120-310)-(1120-312) Referans Nr.
imbus civatayla kullanilir.

* Parca ylkseklik sikma araligi 0-50 mm.

« lleri-geri hareket mesafesi 69mmrdir. Sikma Kuvveti 1600 kgf.

Product Nr. 1120-(M) Combined Sliding Clamp

* In the outer holes M10-M12 are used with the Reference Nr. imbus bolt
(1120-310)-(1120-312)

+ Height clamping gap of the piece is 0-50mm.

» Back and forth movement distance is 54mm. Clamping force is 1600 kgf.

Product Nr.1120-(LM) Combined Sliding Clamp

* In the outer holes M10-M12 are used with the Reference Nr. imbus bolt
(1120-310)-(1120-312)

+ Height clamping gap of the piece is 0-50mm.

+ Back and forth movement distance is 69mm. Clamping force is 1600 kgf.

1120-... M

c Ls1
S

min-max L

AVANTAJLARI;

+ 1600 kgf - 2000 kgf stkma kuvveti

« Delik ve T-Kanalda kullanim

« Kizak Uzerinde kaydirarak degisik pozizyonlarda sabitleme

« imbus civatasiyla desteksiz ylksek ve disiuk mesafeleri sikar
« Pratik yapisindan dolayi hizli ve kolay sekilde baglama saglar

1120-... LM

ADVANTAGES

+ 1600 kgf - 2000 kgf Clamping Force.

« Usings in the hole and T-Slot.

« Ability to be fixed in verious positions by sliding on the slide.

« It clamps high and low distances without support with the imbus bolt.
« It provides rapid and easy connection due to it's practical structure.
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E1 ER-EL

Kizakli Kombine Baglama Pabucu
Combined Sliding Clamp

m N
Referans | 717 | s Istlet | d | L | e bl | k| Gamese | nm ﬁ
% min | max ﬁ Kgf (9)
1130-012M | M12 0 60 | 15-83 | 30 | 113 | M18 10 130 39 48 |17,5| 22 2000 100 3040
1130-016 M | M16 0 60 | 15-83 | 30 | 113 | M18 | 10 130 39 48 [17,5| 26 2000 100 3055
1130-012LM| M12 | 0 | 60 |15-107| 30 [ 113 | Mi18 | 10 | 170 | 39 |48 |175| 22 2000 100 3820
1130-016 LM | M16 | 0 | 60 |15-107| 30 | 113 | M18 | 10 | 170 | 39 | 48 |17,5| 26 2000 100 3835

Uriin Nr. 1130-(M) Kizakli Kombine Baglama Pabucu

* M12-M16 dis deliklerde (1130-412)-(1130-416) Referans Nr.
imbus civatayla kullanilir.

« Parga ylkseklik sikma araligi 0-60 mm.

« ileri-geri hareket mesafesi 68mm’dir. Sikma Kuvveti 2000 kgf.

Uriin Nr. 1130-(LM) Kizakli Kombine Baglama Pabucu

« M12-M16 dis deliklerde (1130-412)-(1130-416) Referans Nr.
imbus civatayla kullanilir.

« Parga ylkseklik sikma araligi 0-60 mm.

« lleri-geri hareket mesafesi 92mmvdir. Sikma Kuvveti 2000 kgf.

Product Nr. 1130-(M) Combined Slinding Clamp

« In the outer holes M12-M16 are used with the Reference Nr. imbus bolt
(1130-412)-(1130-416)

« Height clamping gap of the piece is 0-60mm.

« Back and forth movement distance is 68mm. Clamping force is 2000 kgf.

Product Nr. 1130-(LM) Combined Slinding Clamp

« In the outer holes M12-M16 are used with the Reference Nr. imbus bolt
(1130-412)-(1130-416)

« Height clamping gap of the piece is 0-60mm.

« Back and forth movement. distance is 92mm. Clamping force is 2000 kgf.

1130-... M

c LS1
S

min-max L

AVANTAJLARI;

+ 1600 kgf - 2000 kgf sikma kuvveti

« Delik ve T-Kanalda kullanim

« Kizak Uzerinde kaydirarak degisik pozizyonlarda sabitleme

« imbus civatasiyla desteksiz ylksek ve disiuk mesafeleri sikar
« Pratik yapisindan dolayi hizli ve kolay sekilde baglama saglar

1130-... LM

ADVANTAGES

+ 1600 kgf - 2000 kgf Clamping Force.

« Usings in the hole and T-Slot.

« Ability to be fixed in verious positions by sliding on the slide.

« It clamps high and low distances without support with the imbus bolt.
« It provides rapid and easy connection due to it's practical structure.

11



M E R- E E Kizakli Kombine Baglama Pabucu

Combined Sliding Clamp

m
o sw Sikma Kuvveti
Referans o h s | st |et| d L e | b | c | k | CampngFoce | Nm gﬂ@
7/ | min  max ~ Kof @

1150-116 M | M16 0 65 | 18-96 | 35 | 125 | M20 | 12 | 140 43 55 |19.5| 26 2500 150 4340
1150-118 M | M18 0 65 | 18-96 | 35 | 125 | M20 | 12 | 140 43 55 |19.5| 30 2500 150 4360
1150-120 M | M20 0 65 | 1896 | 35 | 125| M20 | 12 | 140 43 55 [19.5| 30 2500 150 4370
1150-116 LM | M16 0 65 [18-128| 35 | 125 | M20 | 12 | 200 43 55 |19.5| 26 2500 150 5770
1150-118 LM | M18 0 65 |18-128| 35 | 125 | M20 | 12 | 200 43 55 | 19.5| 30 2500 150 5830
1150-120 LM | M20 0 65 |18-128| 35 | 125 | M20 | 12 | 200 43 55 |19.5| 30 2500 150 5885

Uriin Nr. 1150-(M) Kizakli Kombine Baglama Pabucu Product Nr. 1150-(M) Combined Slinding Clamp

« M16-M18-M20 dis deliklerde (1150-516)-(1150-518)-(1160-520) * In the outer holes M16-M18-M20 are used with the Reference Nr. imbus bolt
Referans Nr. imbus civatayla kullanihr. (1150-516)-(1150-518)-(1150-520).

« Parga ylkseklik sikma araligi 0-65mm. « Height clamping gap of the piece is 0-65mm.

« ileri-geri hareket mesafesi 78mm’dir. Sikma Kuvveti 2500 kgf. « Back and forth movement distance is 78mm. Clamping force is 2500 kgf.

Uriin Nr. 1150-(LM) Kizakli Kombine Baglama Pabucu Product Nr. 1150-(LM) Combined Slinding Clamp

* M16-M18-M20 dis deliklerde (1150-516)-(1150-518)-(1160-520) « In the outer holes M16-M18-M20 are used with the Reference Nr. imbus bolt
Referans Nr. imbus civatayla kullanilir. (1150-516)-(1150-518)-(1150-520).

« Parga ylkseklik sikma araligi 0-65mm. » Height clamping gap of the piece is 0-65mm.

« ileri-geri hareket mesafesi 110mm’dir. Stkma Kuvveti 2500 kgf. » Back and forth movement distance is 110mm. Clamping force is 2500 kgf.

<
©
cE 1150-... M
£
1S
i
c ‘ si
.S
min-max L
1150-... LM
AVANTAJLARI; ADVANTAGES
+ 1600 kgf - 2000 kgf stkma kuvveti + 1600 kgf - 2000 kgf Clamping Force.
* Delik ve T-Kanalda kullanim « Usings in the hole and T-Slot.
« Kizak Uizerinde kaydirarak degisik pozizyonlarda sabitleme « Ability to be fixed in verious positions by sliding on the slide.
« imbus civatasiyla desteksiz ylksek ve disiuk mesafeleri sikar « It clamps high and low distances without support with the imbus bolt.
« Pratik yapisindan dolayi hizli ve kolay sekilde baglama saglar « It provides rapid and easy connection due to it’s practical structure.
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E1 ER-EL

Kizakli Kombine Baglama Pabucu
Combined Sliding Clamp

W Sikma Kuvveti
Refg;ans % " h ol st | et | d K;f/“"” L |e| b | c |k Clamp|i<n§f Force| Nm ﬁ
1160-220 M | M20 20 80 |17-92 415|175 | M24 | 12 24 178 | 55 | 74 | 24 | 34 5500 200 8880
1160-222 M | M22 20 80 |17-92 415|175 | M24 | 12 24 178 | 55| 74 | 24 | 38 5500 200 8900
1160-224 M | M24 20 80 |17-92 415|175 | M24 | 12 24 178 |55 | 74 | 24 | 44 5500 200 8920
1160-230 M | M30* | 20 80 |17-92 |415|175| M24 | 12 24 178 |55 | 74 | 24 | 51 5500 200 9110
1160-220 LM | M20 20 80 [25-148[{41.5|175| M24 | 12 24 256 | 55| 74 | 24 | 34 5500 280 12110
1160-222 LM | M22 20 80 [25-148[{41.5|175| M24 | 12 24 256 |55 | 74 | 24 | 38 5500 280 12210
1160-224 LM | M24 20 80 [25-148[{41.5|175| M24 | 12 24 256 |55 | 74 | 24 | 44 5500 280 12270
1160-230 LM | M30* | 20 80 |25-148|41.5|175| M24 | 12 24 256 |55 | 74 | 24 | 51 5500 280 12310
1165-220 M | M20 30 80 |34-92 |415|215| M24 | 12 24 205 |55 | 85 | 24 | 34 10000 270 11820
1165-222 M | M22 30 80 |34-92 415|215 | M24 | 12 24 205 | 55| 85 | 24 | 38 10000 270 11900
1165-224 M | M24 30 80 [34-92 415|215 M24 | 12 24 205 | 55| 85 | 24 | 44 10000 270 11960
1165-230 M | M30* | 30 80 |34-92 (415|215 | M24 | 12 24 205 |55 | 85 | 24 | 51 10000 270 12000

Uriin Nr. 1160-(M) Kizakhi Kombine Baglama Pabucu

+ M20-M22-M24-M30 dis deliklerde(1160-620)-(1160-622)
(1160-624)-(1160-724)-(1160-730) Referans Nr. imbus civatayla kullanihr.

« Parga yikseklik sikma araligi 20-80mm.

+ lleri-geri hareket mesafesi 75mmvdir. Sikma Kuvveti 5500 kgf.

Uriin Nr. 1160-(LM) Kizakli Kombine Baglama Pabucu

* M20-M22-M24-M30 dig deliklerde(1160-620)-(1160-622)
(1160-624)-(1160-724)-(1160-730) Referans Nr. imbus civatayla kullanihr.

« Parcga yikseklik sikma araligi 20-80mm.

« lleri-geri hareket mesafesi 123mm’dir. Stkma Kuvveti 5500 kgf.

Uriin Nr. 1165-(M) Kizakh Kombine Baglama Pabucu

« M20-M22-M24-M30 dis deliklerde(1160-620)-(1160-622)
(1160-624)-(1160-724)-(1160-730) Referans Nr. imbus civatayla kullanihr.

« Parga yikseklik sikma araligi 30-80mm.

« lleri-geri hareket mesafesi 58mmvdir. Sikma Kuvveti 10000 kgf.

Not: Nr.1160-230M - Nr.1165-230M kodlu Uriinin alt T-Kizakli
gbvdesindeki civata yeri standart degildir. Civata yeri bu Urline 6zel
islenmektedir.

Product Nr. 1160-(M) Combined Slinding Clamp

« In the outer holes M20-M22-M24-M30 are used with the Reference Nr. imbus bolt
(1160-620)-(1160-622)-(1160-624)-(1160-724)-(1160-730)

* Height clamping gap of the piece is 20-80mm.

« Back and forth movement distance is 75mm. Clamping force is 5500 kgf.

Product Nr. 1160-(LM) Combined Slinding Clamp

* In the outer holes M20-M22-M24-M30 are used with the Reference Nr. imbus bolt
(1160-620)-(1160-622)-(1160-624)-(1160-724)-(1160-730)

+ Height clamping gap of the piece is 20-80mm.

+ Back and forth movement distance is 123mm. Clamping force is 5500 kgf.

Product Nr. 1165-(M) Combined Slinding Clamp

* In the outer holes M20-M22-M24-M30 are used with the Reference Nr. imbus bolt
(1160-620)-(1160-622)-(1160-624)-(1160-724)-(1160-730)

* Height clamping gap of the piece is 30-80mm.

+ Back and forth movement distance is 58mm. Clamping force is 10000 kgf.

Note: The drilling for cylinder head screw of the support element for 1160-230M -
Nr.1165-230M is not standard. It is specially manufactured for this product.

Cc

.S
min-max

AVANTAJLARI,

+ 1600 kgf - 2000 kgf sikma kuvveti

« Delik ve T-Kanalda kullanim

« Kizak Uzerinde kaydirarak degisik pozizyonlarda sabitleme

« imbus civatasiyla desteksiz yiiksek ve diisiik mesafeleri sikar
« Pratik yapisindan dolayi hizli ve kolay sekilde baglama saglar

1 2

ADVANTAGES

+ 1600 kgf - 2000 kgf Clamping Force.
+ Usings in the hole and T-Slot.

« Ability to be fixed in verious positions by sliding on the slide.

« It clamps high and low distances without support with the imbus bolt.
« It provides rapid and easy connection due to it’s practical structure.

1160-... LM

1165-... M

13



E1 ER-EL

Kizakli Kombine Baglama Pabucu

Combined Sliding Clamp

Referans T m h s el e2 d sw L b e3 c gn@
Nr. %ﬁ% min | max ~ @
1120-014 DT 14 M12 36 86 12-66 136 715 M14 8 104 38 38 13 2540
1120-016 DT 16 M12 36 86 12-66 136 715 M14 8 104 38 38 13 2540
1120-018 DT 18 M12 36 86 12-66 136 715 M14 8 104 38 38 18 2540
1120-014 LDT 14 M12 36 86 12-81 136 71.5 M14 8 130 38 38 13 2980
1120-016 LDT 16 M12 36 86 12-81 136 715 M14 8 130 38 38 13 2995
1120-018 LDT| 18 M12 36 86 12-81 136 715 M14 8 130 38 38 13 3000

Uréin Nr. 11 20-(DT) Alt Destekli
« M12 imbus civata DIN 508 T-Pabugla kullanilir.
« Parga yukseklik sikma araligi 36-86mm.

« ileri-geri hareket mesafesi 54mm’dir. Sikma Kuvveti 1600 kgf.

Uriin Nr. 1120-(LDT) Alt Destekli
+ M12 imbus civata DIN 508 T-Pabugla kullanilir.
« Parga ylkseklik stkma araligi 36-86mm.

« ileri-geri hareket mesafesi 69mmrdir. Sikma Kuvveti 1600 kgf.

~h
min-max

UYGULAMA,;

1- Alt destegi is pargasina uygun sekle getir sabitle

2- K.K.S.P destekler artirilarak istenilen mesafeye ulasilir

3- K.K.S.P imbus civata ile T-Pabuca karsilik T-Kanala tak
istenilen pozisyona getir.

4- Pabug imbus civatasiyla is parcasini sabitle

2

Product Nr. 1120-(DT) Bottom Supported

* M12 imbus bolt is used with DIN 508 T-Nut.

« Height clamping gap of the piece is 36-86mm

« Back and forth movement distance is 54mm. Clamping force is 1600 kgf.

Product Nr. 1120-(LDT) Bottom Supported

* M12 imbus bolt is used with DIN 508 T-Nut.

« Height clamping gap of the piece is 36-86mm.

« Back and forthmovement distance is 69mm. Clamping force is 1600 kgf.

APPLICATION

1- Bottom support is brought to suitable form with the work piece
and then it is fixed.

2- Desired distance is reached by increasing K.K.S.P. supports
3- K.K.S.P is applied in T-Slot with imbus bolt against T-Nut

4- Work piece is fixed with the imbus bolt of the clamp

3 4




E1 ER-EL

Kizakli Kombine Baglama Pabucu
Combined Sliding Clamp

Referans T m s el e2 d sw L b e3 c gﬂ@
Nr. %ﬁ% min  max ~ @

1130-014 DT 14 M12 45 105 15-83 158 83 M18 10 130 48 45 17.5 4750
1130-016 DT 16 M12 45 105 15-83 158 83 M18 10 130 48 45 17.5 4775
1130-018 DT 18 M16 45 105 15-83 158 83 M18 10 130 48 45 175 4805
1130-020 DT 20 M16 45 105 15-83 158 83 M18 10 130 48 45 17.5 4885
1130-022 DT 22 M16 45 105 15-83 158 83 M18 10 130 48 45 17.5 4905
1130-014 LDT| 14 M12 45 105 |15-107| 158 83 M18 10 170 48 45 17.5 5970
1130-016 LDT| 16 M12 45 105 |15-107| 158 83 M18 10 170 48 45 17.5 5985
1130-018 LDT| 18 M16 45 105 |15-107| 158 83 M18 10 170 48 45 17.5 6015
1130-020 LDT| 20 M16 45 105 |15-107| 158 83 M18 10 170 48 45 17.5 6045
1130-022 LDT| 22 M16 45 105 |15-107 | 158 83 M18 10 170 48 45 17.5 6080

Uriin Nr. 1130-(DT) Alt Destek

+ M12 imbus civata DIN 508 T-Pabugla kullanilir.

« Parca yilkseklik sikma araligi 45-105mm

« ileri-geri hareket mesafesi 68mmvdir. Sikma Kuvveti 2000 kgf.

Uriin Nr. 1130-(LDT) Alt Destek
+ M12 imbus civata DIN 508 T-Pabugla kullanilir.

« Parga yikseklik sikma araligi 45-105mm

« lleri-geri hareket mesafesi 92mmvdir. Sikma Kuvveti 2000 kgf.

~h
min-max

UYGULAMA;

1- Alt destegi is pargasina uygun sekle getir sabitle
2- KK.S.P destekler artirilarak istenilen mesafeye ulasilir
3- K.K.S.R imbus civata ile T-Pabuca karsilik T-Kanala tak

istenilen pozisyona getir.

4- Pabug imbus civatasiyla is pargasini sabitle

1

2

Product Nr. 1130-(DT) Bottom Supported

» M12 imbus bolt is used with DIN 508 T-Nut.

« Height clamping gap of the piece is 45-105mm

« Back and forth movement distance is 68mm. Clamping force is 2000 kgf.

Product Nr. 1130-(LDT) Bottom Supported

* M12 imbus bolt is used with DIN 508 T-Nut.

« Height clamping gap of the piece is 45-105mm

» Back and forth movement distance is 92mm. Clamping force is 2000 kgf.

APPLICATION

1- Bottom support is brought to suitable form with the work piece
and then it is fixed.

2- Desired distance is reached by increasing K.K.S.P supports
3- K.K.S.P is applied in T-Slot with imbus bolt against T-Nut

4- Work piece is fixed with the imbus bolt of the clamp




E1 ER-EL

Kizakli Kombine Baglama Pabucu
Combined Sliding Clamp

Referans e m s el e2 d sw L b e3 c gn@
N, % min |, max ~ @
1150-118 DT 18 M16 48 113 18-96 173 90 M20 12 140 55 48 19.5 6625
1150-120 DT 20 M16 48 113 18-96 173 90 M20 12 140 55 48 19.5 6690
1150-122 DT | 22 M20 48 113 | 18-96 | 173 90 M20 12 140 55 48 19.5 6750
1150-124 DT 24 M20 48 113 18-96 173 90 M20 12 140 55 48 19.5 6840
1150-128 DT 28 M20 48 113 18-96 173 90 M20 12 140 55 48 19.5 6960
1150-118 LDT| 18 M16 48 113 |18-128 | 173 90 M20 12 200 55 48 19.5 8770
1150-120 LDT| 20 M16 48 113 |18-128 | 173 90 M20 12 200 55 48 19.5 8830
1150-122 LDT| 22 M20 48 113 | 18-128| 173 90 M20 12 200 55 48 19.5 8885
1150-124 LDT| 24 M20 48 113 |18-128| 173 90 M20 12 200 55 48 19.5 8985
1150-128 LDT| 28 M20 48 113 | 18-128| 173 90 M20 12 200 55 48 19.5 9000

Uriin Nr. 1150-(DT) Alt Destekli
+ M16 imbus civata DIN 508 T-Pabugla kullanilir.

« Parga ylkseklik sikma araligi 48-113mm

« ileri-geri hareket mesafesi 78mm'dir. Stkma Kuvveti 2500 kgf.

Uriin Nr. 1150-(LDT) Alt Destekli
+ M16 imbus civata DIN 508 T-Pabugla kullanilir.

« Parga ylkseklik sikma araligi 48-113mm

« ileri-geri hareket mesafesi 110mmvdir. Sikkma Kuvveti 2500 kgf.

~h
min-max

UYGULAMA;

1- Alt destegi is pargasina uygun sekle getir sabitle
2- KK.S.P destekler artirilarak istenilen mesafeye ulasilir
3- K.K.S.R imbus civata ile T-Pabuca karsilik T-Kanala tak

istenilen pozisyona getir.

4- Pabug imbus civatasiyla is pargasini sabitle

1

2

Product Nr. 1150-(DT) Bottom Supported

» M16 imbus bolt is used with DIN 508 T-Nut.

* Height clamping gap of the piece is 48-113mm

* back-and- forth movement distance is 78mm. Clamping force is 2500 kgf.

Product Nr. 1150-(LDT) Bottom Supported

» M16 imbus bolt is used with DIN 508 T-Nut.

* Height clamping gap of the piece is 48-113mm

« back-and- forth movement distance is 110mm. Clamping force is 2500 kgf.

APPLICATION

1- Bottom support is brought to suitable form with the work piece
and then it is fixed.

2- Desired distance is reached by increasing K.K.S.P. supports
3- K.K.S.P is applied in T-Slot with imbus bolt against T-Nut

4- Work piece is fixed with the imbus bolt of the clamp




